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Features of the MEH-4P-F  

4 Port Hub 

 Four  MDI-X 10 Mbps Ethernet ports 

 Each port automatically negotiates between full and half-duplex modes 

 “Plug-and-Play” installation from your external devices with no software configuration 

necessary 

 Up-link to additional devices with port 4 

 Housings are made with marine grade aluminum and are powder coated inside and out for 

long life 

 Rugged construction sealed to IP67 standards (compliant) for splash and dust 

 The electronics inside are coated with a corrosion blocker to further ensure reliability 

 Complete hub functions including packet retiming, collision detection, preamble regeneration 

and fragment extension 

 Built specifically for Furuno NavNet product interface 

 Automatic partitioning 

 Automatic polarity detection for recognizing and correcting incorrect polarity on the receive pair 

 1 year warranty 

 

Technical Specifications 

 Enclosure complies with IP67 standards 

 IEEE 802.3i 10Base-T Ethernet Standards 

 Class A digital device, pursuant to FCC, Part 15 

 Operating temperature………………… 0-50 Degrees C 

 Input Voltage……………………………..12-24 VDC 

 Maximum relative humidity……………..90% Non-condensing 

 Maximum power consumption…………6 Watts  

 Maximum length of Ethernet cable……100 Meters 
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Installation of the MEH-4P-F Hub 

This section will explain how to connect Ethernet devices to your MEH-4P-F hub and how to mount 

the hub. 

Mounting the Hub 

The MEH-4P-F can be mounted in any orientation such as a flat surface, a wall or under a desktop  

(see Precautions section of the manual).  Four mounting holes are provided; two on each end of the 

hub.  Use four #6 screws for this purpose.  Make sure that there is at least 4” of clearance between all 

connectors on the MEH-4P-F and the nearest surface or object to allow the Ethernet and power 

cables to be plugged in.  The added clearance will also facilitate troubleshooting. 

Dimensions of hub:  Length- 8 3/8”, Width-6 1/4”, Height- 1 1/2” 

    Note:  The length is measured from connector to connector 

 

Connecting the Hub 

 PC to MEH-4P-F 

Connect the hub to a computer using a cable supplied by or purchased from Furuno with a 
Furuno connector on one end and a RJ-45 connector on the opposite end. 
Suggested Furuno cables:   000-144-601, 0.5 Meters   

 
 MEH-4P-F to NavNet or Other Ethernet Devices 

The MEH-4P-F can be connected to the NavNet using the cables provided or purchased. 
Suggested Furuno cables:   000-154-027, 1 Meter 

      000-144-422, 5 Meters 

      000-154-050, 10 Meters 

The MEH-4P-F can also be connected to other Ethernet devices using Furuno 
cable/connectors and the appropriate RJ-45 adapter.  The connection can be from any port on 
the MEH-4P-F to any of the MDI-X, 10Mbps ports on another hub or other device. 
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Precautions 

 Hub to be installed 6’ from sources of electromagnetic noise (generators, etc.) 

 Not intended for prolonged submersion 

  

 

 

Troubleshooting 

 

 Does the MEH-4P-F hub have an Uplink port? 

The MEH-4P-F does not have an Uplink port.  Use a “straight-through” cable when connecting 
to the NavNet or a PC.   
 

 What is the maximum length of Ethernet cable that can be used between the MEH-4P-F 
and other devices such as the NavNet, router, computer or another hub? 
 
The maximum length between a computer, the NavNet or other Ethernet device on a network 
is 100 meters or about 328 feet.  Keep in mind that this is a theoretical limit.  Usually the 
distance should be kept well below this limit. 
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